
780

aluminium Rods, sheeting & plates

Steel Products

Grade 5052 H32 Sheet
Used in sheet metal work, 

appliances and marine 
applications.

Alloys and Uses Size Grade Length - mm Mass kg/In
12.70 T6

Stock lengths 
may vary.

3600 1.318
16.00 T6 3600 2.002
19.05 T6 3600 2.966
22.00 T6 3600 3.780
25.40 T6 3600 4.918
28.58 T6 3600 6.678
31.75 T6 3600 7.729
36.00 T6 3600 10.141
40.00 T6 3600 12.060
42.00 T6 3600 13.806
50.00 T6 3600 19.573
65.00 T6 3600 33.059
80.00 T6 3600 33.386
90.00 T6 2400 65.598
100.00 T6 3000 65.430
130.00 T6 1500 55.101

Grade 2011 - T6
A strong alloy specially developed  

for high speed machining.

Used for parts produced on  
repetition machines.

Corrosion Resistance, Anodising,  
Forming and Welding characteristics 

are all poor for this grade

Size t
5005 H34 Mass kg/sh Mass kg/sh

PVC Coated Flat Ribbed
1200 x 2400 0.80 Yes 6.399 6.399

Alloys and Uses Size
mm

t
mm

Mass kg/sh Mass kg/sh Mass kg/sh
304 2B 304 No4 PVC 316 2B

1219 x 2438 0.55 n/a 13.366 n/a
1219 x 2438 0.70 n/a 17.011 n/a
1219 x 2438 0.90 21.871 21.871 n/a
1219 x 2438 1.20 29.162 29.162 29.16
1219 x 2438 1.50 36.452 36.452 35.86
1219 x 2438 2.00 48.603 n/a 48.60
1500 x 3000 2.00 74.745  n/a 74.75
1219 x 2438 2.50 61.697 n/a n/a
1219 x 2438 3.00 72.904 n/a n/a
1500 x 3000 3.00 112.095 n/a n/a
1500 x 3000 5.00 186.750 n/a n/a
1500 x 3000 6.00 224.100 n/a n/a

Grade 304
It is austenitic, corrosion resistant 

steel with excellent strength, toughness,  
fabrication features and weld ability

Grade 316
Grade 316 is a member of the 18/8  
chromium nickel group of austenitic  
stainless steels for use in high areas  

of chlorine and hygienic surfaces.

Aluminium Round Machining Rods 2011 - T6

Stainless Steel Sheets & Plates

Aluminium Round Machining Rods
Size Grade Length-mm Mass kg/ln

12.70 T6 3600 1.318
16.00 T6 3600 2.002
19.05 T6 3600 2.966
22.00 T6 3600 3.780
25.40 T6 3600 4.918
28.58 T6 3600 6.678
31.75 T6 Stock 3600 7.729
36.00 T6 lengths 3600 10.141
40.00 T6 may vary. 3600 12.060
42.00 T6 3600 13.806
50.00 T6 3600 19.573
65.00 T6 3600 33.059
80.00 T6 3600 33.386
90.00 T6 2400 65.598
100.00 T6 3000 65.430
130.00 T6 1500 55.101

Aluminium Cargo Van Sheetings
5005 H34 Mass kg/sh Mass kg/sh

Size t PVC Coated Flat Ribbed

1200 x 2400 0.80 Yes 6.399 6.399

Stainless Steel Sheets
Size t Mass kg/sh Mass kg/sh Mass kg/sh
mm mm 304 2B 304 No4 PVC 316 2B

1219 x 2438 0.55 n/a 13.366 n/a
1219 x 2438 0.70 n/a 17.011 n/a
1219 x 2438 0.90 21.871 21.871 n/a
1219 x 2438 1.20 29.162 29.162 29.16
1219 x 2438 1.50 36.452 36.452 35.86
1219 x 2438 2.00 48.603 n/a 48.60
1500 x 3000 2.00 74.745 n/a 74.75
1219 x 2438 2.50 61.697 n/a n/a
1219 x 2438 3.00 72.904 n/a n/a
1500 x 3000 3.00 112.095 n/a n/a
1500 x 3000 5.00 186.750 n/a n/a
1500 x 3000 6.00 224.100 n/a n/a

36

stainless steels for use in high areas

Grade 316

Alloys and Uses.

It is an austenitic, corrosion resistant

Aluminium Round Machining Rod 2011 - T6

Corrosion Resistance, Anodising,

Used for parts produced on

Grade 304 

Forming and Welding characteristics
are all poor for this grade

A strong alloy specially developed
for high speed machining.

repetition machines.

Details taken from Smorgon Steel Metals Distribution publication.

fabrication features and weld ability.

Grade 2011 - T6

Alloys and Uses.

Stainless Steel Sheets & Plates

Aluminium Cargo Van Sheeting - White PVC

steel with excellent strength, toughness,

of chlorine and hygienic surfaces.

Grade 316 is a member of the 18/8 
chromium nickel group of austenitic

Aluminium Round Machining Rods
Size Grade Length-mm Mass kg/ln

12.70 T6 3600 1.318
16.00 T6 3600 2.002
19.05 T6 3600 2.966
22.00 T6 3600 3.780
25.40 T6 3600 4.918
28.58 T6 3600 6.678
31.75 T6 Stock 3600 7.729
36.00 T6 lengths 3600 10.141
40.00 T6 may vary. 3600 12.060
42.00 T6 3600 13.806
50.00 T6 3600 19.573
65.00 T6 3600 33.059
80.00 T6 3600 33.386
90.00 T6 2400 65.598
100.00 T6 3000 65.430
130.00 T6 1500 55.101

Aluminium Cargo Van Sheetings
5005 H34 Mass kg/sh Mass kg/sh

Size t PVC Coated Flat Ribbed

1200 x 2400 0.80 Yes 6.399 6.399

Stainless Steel Sheets
Size t Mass kg/sh Mass kg/sh Mass kg/sh
mm mm 304 2B 304 No4 PVC 316 2B

1219 x 2438 0.55 n/a 13.366 n/a
1219 x 2438 0.70 n/a 17.011 n/a
1219 x 2438 0.90 21.871 21.871 n/a
1219 x 2438 1.20 29.162 29.162 29.16
1219 x 2438 1.50 36.452 36.452 35.86
1219 x 2438 2.00 48.603 n/a 48.60
1500 x 3000 2.00 74.745 n/a 74.75
1219 x 2438 2.50 61.697 n/a n/a
1219 x 2438 3.00 72.904 n/a n/a
1500 x 3000 3.00 112.095 n/a n/a
1500 x 3000 5.00 186.750 n/a n/a
1500 x 3000 6.00 224.100 n/a n/a

36

stainless steels for use in high areas

Grade 316

Alloys and Uses.

It is an austenitic, corrosion resistant

Aluminium Round Machining Rod 2011 - T6

Corrosion Resistance, Anodising,

Used for parts produced on

Grade 304 

Forming and Welding characteristics
are all poor for this grade

A strong alloy specially developed
for high speed machining.

repetition machines.

Details taken from Smorgon Steel Metals Distribution publication.

fabrication features and weld ability.

Grade 2011 - T6

Alloys and Uses.

Stainless Steel Sheets & Plates

Aluminium Cargo Van Sheeting - White PVC

steel with excellent strength, toughness,

of chlorine and hygienic surfaces.

Grade 316 is a member of the 18/8 
chromium nickel group of austenitic

Aluminium Round Machining Rods
SizeGradeLength-mmMass kg/ln
12.70T636001.318
16.00T636002.002
19.05T636002.966
22.00T636003.780
25.40T636004.918
28.58T636006.678
31.75T6Stock36007.729
36.00T6lengths360010.141
40.00T6may vary.360012.060
42.00T6360013.806
50.00T6360019.573
65.00T6360033.059
80.00T6360033.386
90.00T6240065.598
100.00T6300065.430
130.00T6150055.101

Aluminium Cargo Van Sheetings
5005 H34Mass kg/shMass kg/sh

SizetPVC CoatedFlatRibbed

1200 x 24000.80Yes6.3996.399

Stainless Steel Sheets
SizetMass kg/shMass kg/shMass kg/sh
mmmm304 2B304 No4 PVC316 2B

1219 x 24380.55n/a13.366n/a
1219 x 24380.70n/a17.011n/a
1219 x 24380.9021.87121.871n/a
1219 x 24381.2029.16229.16229.16
1219 x 24381.5036.45236.45235.86
1219 x 24382.0048.603n/a48.60
1500 x 30002.0074.745n/a74.75
1219 x 24382.5061.697n/an/a
1219 x 24383.0072.904n/an/a
1500 x 30003.00112.095n/an/a
1500 x 30005.00186.750n/an/a
1500 x 30006.00224.100n/an/a

36

stainless steels for use in high areas

Grade 316

Alloys and Uses.

It is an austenitic, corrosion resistant

Aluminium Round Machining Rod 2011 - T6

Corrosion Resistance, Anodising,

Used for parts produced on

Grade 304 

Forming and Welding characteristics
are all poor for this grade

A strong alloy specially developed
for high speed machining.

repetition machines.

Details taken from Smorgon Steel Metals Distribution publication.

fabrication features and weld ability.

Grade 2011 - T6

Alloys and Uses.

Stainless Steel Sheets & Plates

Aluminium Cargo Van Sheeting - White PVC

steel with excellent strength, toughness,

of chlorine and hygienic surfaces.

Grade 316 is a member of the 18/8 
chromium nickel group of austenitic

Aluminium Round Machining Rods
Size Grade Length-mm Mass kg/ln

12.70 T6 3600 1.318
16.00 T6 3600 2.002
19.05 T6 3600 2.966
22.00 T6 3600 3.780
25.40 T6 3600 4.918
28.58 T6 3600 6.678
31.75 T6 Stock 3600 7.729
36.00 T6 lengths 3600 10.141
40.00 T6 may vary. 3600 12.060
42.00 T6 3600 13.806
50.00 T6 3600 19.573
65.00 T6 3600 33.059
80.00 T6 3600 33.386
90.00 T6 2400 65.598
100.00 T6 3000 65.430
130.00 T6 1500 55.101

Aluminium Cargo Van Sheetings
5005 H34 Mass kg/sh Mass kg/sh

Size t PVC Coated Flat Ribbed

1200 x 2400 0.80 Yes 6.399 6.399

Stainless Steel Sheets
Size t Mass kg/sh Mass kg/sh Mass kg/sh
mm mm 304 2B 304 No4 PVC 316 2B

1219 x 2438 0.55 n/a 13.366 n/a
1219 x 2438 0.70 n/a 17.011 n/a
1219 x 2438 0.90 21.871 21.871 n/a
1219 x 2438 1.20 29.162 29.162 29.16
1219 x 2438 1.50 36.452 36.452 35.86
1219 x 2438 2.00 48.603 n/a 48.60
1500 x 3000 2.00 74.745 n/a 74.75
1219 x 2438 2.50 61.697 n/a n/a
1219 x 2438 3.00 72.904 n/a n/a
1500 x 3000 3.00 112.095 n/a n/a
1500 x 3000 5.00 186.750 n/a n/a
1500 x 3000 6.00 224.100 n/a n/a

36

stainless steels for use in high areas

Grade 316

Alloys and Uses.

It is an austenitic, corrosion resistant

Aluminium Round Machining Rod 2011 - T6

Corrosion Resistance, Anodising,

Used for parts produced on

Grade 304 

Forming and Welding characteristics
are all poor for this grade

A strong alloy specially developed
for high speed machining.

repetition machines.

Details taken from Smorgon Steel Metals Distribution publication.

fabrication features and weld ability.

Grade 2011 - T6

Alloys and Uses.

Stainless Steel Sheets & Plates

Aluminium Cargo Van Sheeting - White PVC

steel with excellent strength, toughness,

of chlorine and hygienic surfaces.

Grade 316 is a member of the 18/8 
chromium nickel group of austenitic

Aluminium Cargo Van Sheeting - White PVC

Aluminium Round Machining Rods
Size Grade Length-mm Mass kg/ln

12.70 T6 3600 1.318
16.00 T6 3600 2.002
19.05 T6 3600 2.966
22.00 T6 3600 3.780
25.40 T6 3600 4.918
28.58 T6 3600 6.678
31.75 T6 Stock 3600 7.729
36.00 T6 lengths 3600 10.141
40.00 T6 may vary. 3600 12.060
42.00 T6 3600 13.806
50.00 T6 3600 19.573
65.00 T6 3600 33.059
80.00 T6 3600 33.386
90.00 T6 2400 65.598
100.00 T6 3000 65.430
130.00 T6 1500 55.101

Aluminium Cargo Van Sheetings
5005 H34 Mass kg/sh Mass kg/sh

Size t PVC Coated Flat Ribbed

1200 x 2400 0.80 Yes 6.399 6.399

Stainless Steel Sheets
Size t Mass kg/sh Mass kg/sh Mass kg/sh
mm mm 304 2B 304 No4 PVC 316 2B

1219 x 2438 0.55 n/a 13.366 n/a
1219 x 2438 0.70 n/a 17.011 n/a
1219 x 2438 0.90 21.871 21.871 n/a
1219 x 2438 1.20 29.162 29.162 29.16
1219 x 2438 1.50 36.452 36.452 35.86
1219 x 2438 2.00 48.603 n/a 48.60
1500 x 3000 2.00 74.745 n/a 74.75
1219 x 2438 2.50 61.697 n/a n/a
1219 x 2438 3.00 72.904 n/a n/a
1500 x 3000 3.00 112.095 n/a n/a
1500 x 3000 5.00 186.750 n/a n/a
1500 x 3000 6.00 224.100 n/a n/a

36

stainless steels for use in high areas

Grade 316

Alloys and Uses.

It is an austenitic, corrosion resistant

Aluminium Round Machining Rod 2011 - T6

Corrosion Resistance, Anodising,

Used for parts produced on

Grade 304 

Forming and Welding characteristics
are all poor for this grade

A strong alloy specially developed
for high speed machining.

repetition machines.

Details taken from Smorgon Steel Metals Distribution publication.

fabrication features and weld ability.

Grade 2011 - T6

Alloys and Uses.

Stainless Steel Sheets & Plates

Aluminium Cargo Van Sheeting - White PVC

steel with excellent strength, toughness,

of chlorine and hygienic surfaces.

Grade 316 is a member of the 18/8 
chromium nickel group of austenitic


