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Gal profiles  
– mass & bundling data 

Steel Products

Angles Nominal Thickness - mm, mass/kg and Packing Details
Size 2.5 4.0 5.0 6.0 8.0

30 x 30 1.06 (90 x 6.0m) - - - -
40 x 40 1.43 (60 x 6.0m) 2.20 (39 x 6.0m) - - -
45 x 45 1.62 (54 x 6.0m) 2.50 (36 x 6.0m) - - -
50 x 50 1.81 (33 x 6m & 9m) 2.79 (27 x 6m & 9m) 3.42 (24 x 9m) 4.21 (21 x 6m) -
65 x 65 - 3.69 (22 x 9m) 4.52 (22 x 9m) 5.62 (18 x 9m) -
75 x 75 4.29 (22 x 9m) 5.26 (22 x 9m) 6.56 (18 x 9m) 8.59 (18 x 9m)
90 x 90 - 6.37 (22 x 9m) - 10.50 (18 x 9m)

100 x 100 - - 8.92 (16 x 12m) 11.70 (14 x 12m)
125 x 125 - 7.27 (20 x 12m) 8.95 (18 x 12m) - 14.90 (12 x 12m)
150 x 150 - - 10.80 (18 x 12m) - 18.00 (12 x 12m)

Items in grey shaded area require a minimum order quantity of 5 Packs.

Channels Nominal Thickness - mm, mass/kg and Packing Details
Size 4.0 5.0 6.0 8.0

75 x 40 4.25 (18x9m) - - -
100 x 50 5.59 (18x9m) - - -
125 x 65 7.23 (18x9m) - - -
150 x 75 - 10.50 (12x12m) - -
180 x 75 - 11.60 (12x12m)  - -
200 x 75  - 12.40 (12x12m) 15.50 (12x12m) -
230 x 75  - - 16.90 (12x12m) -
250 x 90  - - 19.20 (8x12m)  -
300 x 90 - -  21.60 (6x12m) 28.50 (6x12m)

Items in grey shaded area require a minimum order quantity of 5 Packs.

Flats Nominal Thickness - mm, mass/kg and Packing Details
Size 4.0 5.0 6.0 8.0

50 1.49 (57x6m) 1.84 (45x6m)  - -
65 1.94 (44x6m) 2.40 (36x6m)  -  -
75 2.24 (38x6m) 2.77 (32x6m)  -  -

100 2.98 (28x6m) 3.69 (28x6m) 4.71 (26x6m) 6.28 (22x6m)
130 - 4.80 (28x6m) - -
150 - 5.53 (28x6m) 7.07 (24x6m) 9.42 (22x6m)
200 - 7.38 (32x6m) 9.42 (28x6m) 12.60 (22x6m)
250 - 9.22 (23x6m) - 15.70 (16x6m)
300 - 11.10 (19x6m) - 18.80 (12x6m)

Items in grey shaded area require a minimum order quantity of 5 Packs.
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Items in shaded area require a minimum order quantity of 5 Packs.

Product Description
The structural design of the DuraGal® range of cold-formed angles and channels present new challenges to the structural design 
engineer as a result of the higher yield stress of the formed section and their more slender cross-section geometry.
The Australian/New Zealand standard for cold-formed steel sections AS/NZS4600:1996 has been developed to allow efficient use
of these high strength cold-formed sections.

Surface Finish
A minimum of 100g/m2 coating of zinc is applied by in-line galvanizing to a mechanically (shot blasted) and chemically cleaned 
bright metal (AS 1627.4 Class 3.0) surface. A clear polymer barrier coating protects the galvanizing prior to fabrication.
DuraGal® is readily welded. It's thin evenly applied inline galvanized coating ensures minimal welding fumes. No need to preheat,
change consumables or welding settings. For further reference, consult the DuraGal® Welding Guide.
Some items may require a 5 pack minimum order quantity.
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Details courtesy of OneSteel Market Mills and correct at time of printing but may be subject to changes.
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            Mass & Bundling Details
Angles

Size 2.5 4.0 5.0 6.0 8.0
30 x 30 1.06  (90x6.0m) - - - -
40 x 40 1.43  (60x6.0m) 2.20  (39x6.0m) - - -
45 x 45 1.62  (54x6.0m) 2.50  (36x6.0m) - - -
50 x 50 1.81 (33x6m & 9m) 2.79 (27x6m & 9m) 3.42  (24x9m) 4.21  (21x6m) -
65 x 65 - 3.69  (22x9m) 4.52  (22x9m) 5.62  (18x9m) -
75 x 75 - 4.29  (22x9m) 5.26  (22x9m) 6.56  (18x9m) 8.59   (18x9m)
90 x 90 - - 6.37  (22x9m) - 10.50  (18x9m)

100 x 100 - - - 8.92  (16x12m) 11.70  (14x12m)
125 x 125 - 7.27  (20x12m) 8.95  (18x12m) - 14.90  (12x12m)
150 x 150 - - 10.80 (18x12m) - 18.00  (12x12m)

Channels
Size 4.0 5.0 6.0 8.0

75 x 40 4.25  (18x9m) - - -
100 x 50 5.59  (18x9m) - - -
125 x 65 7.23  (18x9m) - - -
150 x 75 - 10.50  (12x12m) - -
180 x 75 - 11.60  (12x12m) - -
200 x 75 - 12.40  (12x12m) 15.50  (12x12m) -
230 x 75 - - 16.90  (12x12m) -
250 x 90 - - 19.20  (8x12m) -
300 x 90 - - 21.60  (6x12m) 28.50  (6x12m)

Flats
Size 4.0 5.0 6.0 8.0
50 1.49  (57x6m) 1.84  (45x6m) - -
65 1.94  (44x6m) 2.40  (36x6m) - -
75 2.24  (38x6m) 2.77  (32x6m) - -

100 2.98  (28x6m) 3.69  (28x6m) 4.71  (26x6m) 6.28  (22x6m)
130 - 4.80  (28x6m) - -
150 - 5.53  (28x6m) 7.07  (24x6m) 9.42  (22x6m)
200 - 7.38  (32x6m) 9.42  (28x6m) 12.60  (22x6m)
250 - 9.22  (23x6m) - 15.70  (16x6m)
300 - 11.10  (19x6m) - 18.80  (12x6m)

Items in shaded area require a minimum order quantity of 5 Packs.

Product Description
The structural design of the DuraGal® range of cold-formed angles and channels present new challenges to the structural design 
engineer as a result of the higher yield stress of the formed section and their more slender cross-section geometry.
The Australian/New Zealand standard for cold-formed steel sections AS/NZS4600:1996 has been developed to allow efficient use
of these high strength cold-formed sections.

Surface Finish
A minimum of 100g/m2 coating of zinc is applied by in-line galvanizing to a mechanically (shot blasted) and chemically cleaned 
bright metal (AS 1627.4 Class 3.0) surface. A clear polymer barrier coating protects the galvanizing prior to fabrication.
DuraGal® is readily welded. It's thin evenly applied inline galvanized coating ensures minimal welding fumes. No need to preheat,
change consumables or welding settings. For further reference, consult the DuraGal® Welding Guide.
Some items may require a 5 pack minimum order quantity.

19

Nominal thickness - mm, mass/kg and Packing Details

Nominal thickness - mm, mass/kg and Packing Details

Nominal thickness - mm, mass/kg and Packing Details

Details courtesy of OneSteel Market Mills and correct at time of printing but may be subject to changes.

            Mass & Bundling Details
Angles

Size 2.5 4.0 5.0 6.0 8.0
30 x 30 1.06  (90x6.0m) - - - -
40 x 40 1.43  (60x6.0m) 2.20  (39x6.0m) - - -
45 x 45 1.62  (54x6.0m) 2.50  (36x6.0m) - - -
50 x 50 1.81 (33x6m & 9m) 2.79 (27x6m & 9m) 3.42  (24x9m) 4.21  (21x6m) -
65 x 65 - 3.69  (22x9m) 4.52  (22x9m) 5.62  (18x9m) -
75 x 75 - 4.29  (22x9m) 5.26  (22x9m) 6.56  (18x9m) 8.59   (18x9m)
90 x 90 - - 6.37  (22x9m) - 10.50  (18x9m)

100 x 100 - - - 8.92  (16x12m) 11.70  (14x12m)
125 x 125 - 7.27  (20x12m) 8.95  (18x12m) - 14.90  (12x12m)
150 x 150 - - 10.80 (18x12m) - 18.00  (12x12m)

Channels
Size 4.0 5.0 6.0 8.0

75 x 40 4.25  (18x9m) - - -
100 x 50 5.59  (18x9m) - - -
125 x 65 7.23  (18x9m) - - -
150 x 75 - 10.50  (12x12m) - -
180 x 75 - 11.60  (12x12m) - -
200 x 75 - 12.40  (12x12m) 15.50  (12x12m) -
230 x 75 - - 16.90  (12x12m) -
250 x 90 - - 19.20  (8x12m) -
300 x 90 - - 21.60  (6x12m) 28.50  (6x12m)

Flats
Size 4.0 5.0 6.0 8.0
50 1.49  (57x6m) 1.84  (45x6m) - -
65 1.94  (44x6m) 2.40  (36x6m) - -
75 2.24  (38x6m) 2.77  (32x6m) - -

100 2.98  (28x6m) 3.69  (28x6m) 4.71  (26x6m) 6.28  (22x6m)
130 - 4.80  (28x6m) - -
150 - 5.53  (28x6m) 7.07  (24x6m) 9.42  (22x6m)
200 - 7.38  (32x6m) 9.42  (28x6m) 12.60  (22x6m)
250 - 9.22  (23x6m) - 15.70  (16x6m)
300 - 11.10  (19x6m) - 18.80  (12x6m)

Items in shaded area require a minimum order quantity of 5 Packs.

Product Description
The structural design of the DuraGal® range of cold-formed angles and channels present new challenges to the structural design 
engineer as a result of the higher yield stress of the formed section and their more slender cross-section geometry.
The Australian/New Zealand standard for cold-formed steel sections AS/NZS4600:1996 has been developed to allow efficient use
of these high strength cold-formed sections.

Surface Finish
A minimum of 100g/m2 coating of zinc is applied by in-line galvanizing to a mechanically (shot blasted) and chemically cleaned 
bright metal (AS 1627.4 Class 3.0) surface. A clear polymer barrier coating protects the galvanizing prior to fabrication.
DuraGal® is readily welded. It's thin evenly applied inline galvanized coating ensures minimal welding fumes. No need to preheat,
change consumables or welding settings. For further reference, consult the DuraGal® Welding Guide.
Some items may require a 5 pack minimum order quantity.

19

Nominal thickness - mm, mass/kg and Packing Details

Nominal thickness - mm, mass/kg and Packing Details

Nominal thickness - mm, mass/kg and Packing Details

Details courtesy of OneSteel Market Mills and correct at time of printing but may be subject to changes.


